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FIBER REINFORCED CONCRETE PIPE
MAXIMUM COVER HEIGHTS

Rigid Pavement (Doweled

Joints and Good Condition)
HARDIE PIPE INSTALLATIONS
—_— (All Dimensions in Inches)

f AR CERTER NS oIPE MAXIMUM HEIGHT OF FILL (FT)
Minimum DIAMETER | Class | Class | Class | Class | Class
Cover | Il 1] 1% \

12”-30" | 13 17 24 36 55
36"-48" | 12 16 22 34 52
Pipe D-Load = 800 Lbs/Ft/Ft (Design Load)
Class | D-Load = 1866 Lbs/Ft/Ft (Ultimate)
Pipe D-Load = 1000 Lbs/Ft/Ft (Design Load)
Class |l D-Load = 2332 Lbs/Ft/Ft (Ultimate)
Pipe D-Load = 1350 Lbs/Ft/Ft (Design Load)
RIGID PAVEMENT Class Il D-Load = 3148 Lbs/Ft/Ft (Uttimate)
MINIMUM COVER = 6”
Pipe D-Load = 2000 Lbs/Ft/Ft (Design Load)
Class V. D-Load = 4664 Lbs/Ft/Ft (Ultimate)
Pipe D-Load = 3000 Lbs/Ft/Ft (Design Load)
Class V. D-Load = 6996 Lbs/Ft/Ft (Ultimate)
Notes:
U d — At the option of the pipe supplier or contractor, a Pipe
npave Class with greater strength may be substituted for the
Pipe Class designated in the plans.
f l \ \ \ \ \ | — Height of fill (mazimum cover) is measured from top
of finished grade to outside top of pipe.
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GENERAL NOTES

1. The tabulated values are recommended minimum dimensions
to withstand anticipated highway traffic loads. Additional cover
may be required to support construction equipment loads or
highway traffic loads before pavement is completed. Some size
thickness combinations may require minimum cover greater than
those listed above. See Sheets 2, 3, & 4.

2. Less than the tabulated minimum cover may be used
provided suitable method/s are detailed in the plans.

UNPAVED

MINIMUM COVER = 6” 3. Commercial and noncommercial refers to typical vehicular
utilization of unpaved roads and drives where rutting and cover
displacement may occur.

4. Fiber Reinforced Concrete Pipe may be used as an equal to
Steel Reinforced Concrete Pipe in accordance with F.D.O.T.
Standard Specifications for Road and Bridge Construction,
Sections 941 and/or 449 (latest revision).
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Flexible Pavement or Rigid
Pavement (Joints Not Doweled
or Poor Condition [Fractured])
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FLEXIBLE PAVEMENT
MINIMUM COVER = 6”



